








Q STEP 2 Ere;ﬁ/itzve all the screws on the releasg film from the bottom of the resin tank with the O 4

Keep the device away from fire.
------------ @ Remove the screws.

------------- @ Take out the release film.

05

When you use your Reflex RS, please pay attention to whether there's any resin

Q_ Set ug tank. Screw back tight the screws on the on the projection screen. If any, it indicates that the resin tank's release film
i STEP 3 ) O X " . : : ; : :

' diagonals and then other screws. When the film is installed well in place, its frame might have been‘broken and is leaking resin, which might cause damages to
should be level with the resin tank frame. Mount back the tank onto the printer. the printer. In this case, clean off the resin as soon as possible, enter the

: printer's settings and project a pure white image to check the printer's
condition. If the printer does not work properly, please contact HeyGears
Support.

e e L LR L @ Install the new release film.

---------------------- @ Screw back on the screws tight.

C t‘ A: CAUTION UV emitted from this product. Eye or skin irritation may result from exposure.
a u IO nS Use appropriate shielding.

Note: Reflex RS uses 405 light source curing, please do not look directly at the UV light
when printing; Wear protective glasses and gloves when necessary.

O 1 BY AN INCORRECT

o . . * CAUTION RISK OF EXPLOSION IF BATTERY IS REPLACED TYPE.
Always remember to close the hood in time whenever you open it for operation.

Do NOT open the hood during printing, or print precision might be affected due * DISPOSE OF USED BATTERIES ACCORDING TO THE INSTRUCTI

to dusts, vibration or so.
zard.
t;%.\lghe button cell
urs and can lead to de

swal or place

f the equipmen ctive ea
installation protective earthing tor (forlexample, by means of
them. to a socket-outlet with earthing ction).

» Do not ingest battery,
This product contains a/button c
cause severe internal burns inj

is swallowed, it can /

* Keep it away from child

O 2 * If you think batteries might hav
immediate medical attention.

part of the body, s

Plastic components such as hood and touch screen are not resistant to long-time
exposure to resin or alcohol. Please wipe them clean if there’s resin or alcohol on

*  When the plug on cord is'Use the disconnect device, th

shall be easily accessible:
wh(w are likel

O 3 e This equipment is not suitable foruse i

_‘C')'_ Please place the printer and resin cartridges properly, away from any light, dusts,
7~ @  ordirect sunlight, or printing quality or precision might be affected.




